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SOPRO 595
Make your brand image

In these times dominated by multimedia, the utilization of modern technology,
in line with current communication methods, is becoming absolutely essential.

The intra-oral camera enables you to communicate more successfully with your
patients, to justify their treatment and to help give them confidence.

Communicate

« An image that speaks a thousand words.
By offering your patient the opportunity
to see what you are seeing, he will
immediately understand the necessity of
the treatment. There will no longer be any
need to convince him.

« By showing the area to be treated, you will
be able to keep your patient informed and
involved in oral health matters. The
patient is no longer only “subjected” to
treatment. He understands what you are
doing and why you are doing it.

e Through improved and more frequent
communication, you will form a confident
and close relationship with your patients.

* Unpublished.

Motivate

« A patient is always reluctant to pay for
what he cannot see. If he is not suffering,
he will not feel the need for the
treatment.

e Create a surprise effect: the intra-oral
camera adds an amusing and new aspect to
the treatment session.

* Motivation for all types of treatment
(prophylaxis, restoration, esthetics).

Develop loyalty

« Development of patient loyalty: patients
who are more confident and motivated by
the continuation of treatment will return
to the dentist more often.

« Valorization of the practice image.

« Studies done in the United States' have
shown that income from cosmetic and
prosthetic treatments increases by 35 to
40% in practices which use an intra-oral
camera.
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SOPE
The image of your

Ultra-light handpiece

S You will be amazed by the lightness of its handpiece (50 g).

8 LED lighting

Integrated LED lighting makes the Sopro 595 much more reliable (no fibre optics). | ,“' :
It is also equipped with a defogging feature.

Auto-focus

Thanks to DSP? digital technology, all adjustments are automatic. The image is
always sharp thanks to a large depth of field (5 to 30mm) and high-quality
optics (covering a field of 80°). You benefit from a high-quality image without
adjustment or time loss.

Ergonomics and comfort

The Sopro 595 enables the freezing of one or four images® on the video screen.
The non-inverted image allows immediate and simple analysis.
The Sopro 595 is extremely silent since it does not require any cooling.

~— SoproTouch’ e

Thanks to its patented sensitive system, a simple touch on the handpiece
will freeze the frame.

8

? Digital Signal Processing.
¢ Available on the DOCK 595M or 595MU.
“Sensitive touch.

.
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Multi-op

The Sopro 595 is ideal for utilization on several chairs thanks to its handpiece
which can be connected and disconnected very easily.

Wireless handpiece support

The wireless handpiece support attaches anywhere,
allowing the camera to be switched on/off automatically.

Compact

Thanks to the electronics incorporated in the handpiece,
the Sopro 595 can easily be built into all dental units.

Mac & PC compatible

The Sopro 595 can easily be connected to any computer (Mac, PC, laptop)
thanks to a simple frame grabber or a video-USB converter®.

3 ' SOPRO

* Not provided.
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The handpieces

Two different colors (regular and silver) are available for the Sopro 595 handpiece.
You can now choose the most esthetic design to suit your working environment.

SOPRO 595

Regular

Q=D

Silver

The connections

Dock
595M

This box holds a 1 or 4 images
memory. It allows the
connection of the Sopro 595 to
any screen equipped with a
simple video or S-video input.

Dock
595MU

Holding a 1 or 4 images
memory, the Dock 595MU
allows the Sopro 595 to be
built into any dental unit.

Dock
595USB

It allows the connection of
the Sopro 595 directly to
the USB port of a PC and uses
the Sopro Imaging Software.

Dock
595

For software connection
via a frame grabber,
the Dock 595 is the cheapest
option.
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SOPRO 595
Specifications

Sopro 595

» CCD 1/3” high sensitivity

« Resolution: (752x582) PAL; (768x494) NTSC

« Definition: 470 lines

« Sensitivity: 2 lux

« Lighting: 8 LED

 Adjustments: automatic

 Non-inverted image

« Angle of view: 80°

e Cable length: 2.5m (option: 5m)

« Size of the handpiece: L: 198 x W: 27 x H:
18mm

« Size of the distal part: W: 16.5 x H: 12mm

* Weight: 50g

Dock 595M

« Storage of one or four images

 Power supply: 115V~60Hz & 230 V~50Hz

« Power consumption: 16VA

 One video output PAL or NTSC

* One S-video output PAL or NTSC

« Size of the dock: D: 190 x W: 100 x H: 40mm
* Weight of the dock: 400g

Dock 595MU

o Storage of one or four images

« Power supply: 24 VAC; 50-60Hz

* Power consumption: 16 VA

 One video output PAL or NTSC

« One S-video output PAL or NTSC

« Size of the dock: D: 135 x W: 80 x H: 35mm
« Weight of the dock: 250g

Dock 595

 Power supply: 115V~60Hz & 230 V~50Hz

» Power consumption: 12VA

» One video output PAL or NTSC

* One S-video output PAL or NTSC

« Size of the dock: D: 66 x W: 66 x H: 28 mm
« Weight of the dock: 70g

Dock 595USB

» One USB output

« Size of the dock: D: 75 x W: 29 x H: 17mm
 Weight of the dock: 86g

ACTEON group

ZAC Athélia IV « Avenue des Genévriers © 13705 La Ciotat cedex « FRANCE « Tél +33 (0) 442 98 01 01  Fax +33 (0) 442 71 76 90  E-mail: info@sopro.acteongroup.com © www.sopro.acteongroup.com

-

Non contractual document - Ref. D76011-ON- Copyright © 2004 SOPRO. All rights reserved. No information or part of this document may be reproduced or transmitted in any form without the prior permission of SOPRO.



